NEMA PHASING

W. CONSTRUCT 6 FT. X 6 FT. X 4 IN. THICK CONCRETE PAD FLUSH WITH EXISTING GRADE.

X. INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BORED) DIRECTION OF
Y. LIGHTING ARM TO BE INSTALLED BY BGE TRAVEL
NOTE: TRIM TREES AS NECESSARY TO ALLOW BGE ACCESS.
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CONSTRUCTION DETAILS = EXSTNG Row  © BEEE
A. INSTALL NEMA SIZE “6” BASE MOUNTED CABINET., CONTROLLER., AND ELECTRICAL UTILITY A S TO US 29
EQUIPMENT, WITH ALL NECESSARY EQUIPMENT (NOTE: 13 IN. AND 3-4 IN. SO DEGREE BENDS.) i S ———
CONSTRUCT 46 IN. x 28 IN. CONCRE AD FOR CABINET ONLY. s SIGNAL HEAD & SIGN LAYOUT GENERAL NOTES
B. INSTALL 27 FT. STEEL POLE WITH TWIN 40 FT./40 FT. MAST_ARMS. VEHICLE SIGNAL HEADS, SIGNS.
AND A 20-FT LIGHTING ARM WITH 250 WATT H.P.S. LUMINAIRE WITH PHOTOCELL. (NOTE: 1-3 IN. PVC 90 = 1. LOOP DETECTORS AND CONDUIT ARE TO BE INSTALLED PRIOR TO THE INSTALLATION OF
?Ec?ﬁgT%EﬁDgOEETEéUNBE¥?gE AND REPLACE PORTIONS OF EXISTING CONCRETE HANDICAP RAMP 5 g 77T PAVEMENT MARKINGS
. v
= } } } | | 2. WITHIN 36 _IN. OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR SHALL BE
Cr MBTAEET FlarSTEEGBOLE WITH THLN 00T, /0,CTc MAST AS, VENICLE DI KEAR8 FUSHBYITBND weoroncr KT t——p  "EOUINED 1O EXCAVATE VOt FOUIDATION AN SONDUTT 57 wAkG.
NOTE: TRIM TREES AS NECESSARY TO INSTALL TRAFFIC SIGNAL STRUCTURE. | 53 ? ” ALL PROPOSED SIGNAL EQUIPMENT SHALL BE INSTALLED TO FINAL GRADE.
D. %ngALL(&gTET. BREAKAWAY PEDESTAL POLE AND PUSH BUTTON. NOTE: INSTALL R10-4(2) PUSH BUTTON 6 - B SEE GENERAL INFORMATION SHEET FOR SIGNAL HEAD AND SIGN LOCATIONS.
) ) : = L 7 8 19 ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE
INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BORED) 1, ) , L AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING
0 o L e MISS UTILITY PRIOR TO_CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE
INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) - . 15 14 . 5%E%EicIEIEHELCﬁ¥[EASEEBRPE$ﬁEIEE%T%E%¥U§ gﬁgftlﬁgT?E$w$EE THE UTILITIES AND THE
. %¥%T3%LIﬂS%ELLEBHEQUEEEBOWE%gI?OgggTE%ECTRICAL CONDUIT (TRENCHED) FOR UNDERGROUND POWER SERVICE L 5 8’ IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.
' i - B 6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE
H. INSTALL HANDHOLE . € ~ ) APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.
J. INSTALL 1 IN. LIQUID-TIGHT FLEXIBLE NON-METALLIC ELECTRIC CONDUIT (FDR DETECTOR SLEEVE) ﬂ O S S 4 |'®" 7. PAVEMENT MARKINGS DETAILED ARE PROPOSED AND SHALL BE INSTALLED BY THE CONTRACTOR
K. INSTALL NON-INVASIVE MICROLOOP PROBES S[E < 0 -~ J 3 - T! [N ACCORDANCE WITH MD~SHA STANDARDS.
] - ! 25 3’ 8. PORTIONS OF THE HANDICAP RAMP R TO INSTALL THE TRAFFIC SIGNAL STRUCTURE IN
L. INSTALL 6 FT. X 30 FT. LOOP DETECTOR ENCASED IN '/ IN. FLEXIBLE TUBING (3-6-3 TURNS) QUADRUPOLE SET ) ,rr—-—4z) '& - .h - THE SOUTHWEST QUADRANT_IE g#%uéﬁﬁgéggﬁg%gELi¥?bh BE RECONSTRUCTED. THIS WORK
M. INSTALL 6 FT. X 20 FT. LOOP DETECTOR ENCASED IN 's4 IN. FLEXIBLE TUBING (3-6-3 TURNS) QUADRUPOLE SET e 0L i - '
7 il
N. INSTALL 12 IN. HEAT-APPLIED WHITE THERMOPLASTIC PERMANENT PAVEMENT MARKING FOR CROSSWALK LINES (SEE DETAIL) ol T 7 [ T 3. %HEX ﬁﬁiggégﬁ?HEHéhbpaéEE IREFEIC E?EﬁﬁETéggac¥8REO?ﬁT%HEHEOS¥E§QSQR36§D%§N¥HEF
0. INSTALL 24 IN. HEAT—APPLIED WHITE THERMOPLASTIC PERMANENT PAVEMENT MARKING FOR STOP LINES © HE .
o 10. THE CONTRACTOR SHALL TAKE SPECIAL PRECAUTIONS TO LOCATE THE GAS LINE IN THE
P. INSTALL GROUND MOUNTED SIGN 550 WEST FEET FROM INTERSECTION ON_ONE 4 IN. X 6 IN. WOOD SIGN POST. 2
SHA DISTRICT FORCES WILL REMOVE SIGN 11 THREE MONTHS AFTER INSTALLATION. CROXIMITY OF (IHE PROPOSED TRAFFIC SIGNAL EQUIPMENT IN THE SOUTHEAST QUADRANT
Q. INSTALL_GROUND MOUNTED SIGN 550 EAST FEET FROM INTERSECTION ON ONE 4 IN. X 6 IN. WOOD SIGN POST.
SHA DISTRICT FORCES WILL REMOVE FLAGS AND D95-25 (NEW) SIGN THREE MONTHS AFTER INSTALLATION. T TR SN ARLCIRR AL  IRIM TREES WITHIN THE NORTHEAST QUADRANT OF THE INTERSEGTION
, TRIM_TREES IN THE VICINITY OF BGE POLE 843992 TO ALLOW BGE ACCESS TO INSTALL LEASE
R. INSTALL GROUND MOUNTED SIGN re50 WEST FEET FROM INTERSECTION ON TWO 4 IN. X 6 IN. WOOD SIGN POSTS LIGHTING AT THE LOCATION. THE CONTRACTOR SHALL ALSO TRIM THE BUSH IN THE NORTHEAST
S. INSTALL GROUND MOUNTED SIGN 700 EAST FEET FROM INTERSECTION ON TWO 4 IN. X 6 IN. WOOD SIGN POSTS QUADRANT OF THE INTERSECTION TO MAINTAIN A MINIMUM FIVE (5) FOOT WALKING PATH.
T. INSTALL 100 FT. OF 5 IN. HEAT APPLIED DOUBLE YELLOW PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKINGS
U. REMOVE EXISTING MARKINGS BEYOND STOP LINES
V. REMOVE EXISTING GROUND MOUNTED SIGN REVISIONS APPROVALS
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